11,/06,/2006

BACK OF CURB STD. 6" C&G - PAVEMENT TO BE
SEE DETAIL 25.04 SAWCUT AS NECESSARY

WWF 6X6 10 GA. TOP OF CURB
\ FACE OF CURB

6" THICK VDOT
No. 21or 21A

SECTION A-A

60" (PAID AS
7” DRIVEWAY)

N (PAID AS
OC%WDDQOC._.._._M_M

5.5 RAD. TO

FACE of CURB

MINIMUM. 1/2" EXPANSION
JOINT AT CENTER

1/2" LIP

1/2" PREMOLDED
EXPANSION JOINT
FILLER (TYPICAL.)

3,000 PSI CONCRETE
SEE DETAIL 25.04

USE OF GUTTERPAN ACROSS ENTRANCE MAY BE WAVED BY APPROVAL OF CITY ENGINEER.
ENTRANCE WIDTH AND RADIUS SHALL BE SIZED TO ACCOMMODATE TURNING RADIUS

OF PROPOSED TRUCKS TO/FROM SITE DEVELOPMENT.

VDOT STANDARDS MAY BE SUBSTITUTED IF APPROVED BY CITY ENGINEER.

GRAVEL DRIVEWAYS ON COLLECTOR AND ARTERIAL STREETS SHALL BE PAVED A MIN.

OF 10 FEET FROM EDGE OF CURB OR TO THE RIGHT-OF-WAY LINE, WHICHEVER IS GREATER.
FOR ONE—-WAY DRIVEWAY, THE WIDTH IS 15’ MINIMUM and 24" MAXIMUM.

ENTRANCE /EXIT SHALL BE MARKED ACCORDINGLY BY SIGN OR PAVEMENT ARROW.

ENTIRE ENTRANCE INCLUDING GUTTER AND APRON SHALL BE POURED MONOLITHICALLY.
WIDTH OF CURB & GUTTER SHALL MATCH WIDTH OF EXISTING CURB & GUTTER.

DRIVEWAY ENTRANCES TO BE APPROVED BY CITY ENGINEER PRIOR TO PLACEMENT OF CONC.
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